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Abstract : The ring length control of harmonically mode-locked Er-doped fiber ring lasers was improved to 
tolerate large and abrupt ambient temperature changes. By speeding up the control loop response， and also 
by isolating Er-doped fibers from abrupt temperature changes， a ring length change as large as 3.8μm/sec 
could be compensated， and stable mode-locked operations were obtained. Also the lasing characteristics 
under stable operation， especially the dependence on the lasing wavelength， were investigated. The output 
pulses were transform-limited Gaussian in most cases， but pulse trains of shorter pulse width with 
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図4 制御ハ。ラメー タの最適化
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測定結果を図 6に示す。ハ。 JV;¥時間幅削は、 γゥス型の時間
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発振中，じ波長[nm]
は、 1535nm~1545nm(領域 1 )と 1550nm~1565nm(領域1I) 図6 出力光ハ。l以の波長依存性
でほぼ一定の値となっている。ハ。似時間幅削は、領域 1 0.441に近く、ほぼ一定となった。
で約 15psecであり、領域Eで約 19psecであった。一方、 均一な広がりの利得媒質を用い、発振波長を利得中心波
スへ。クトル幅sfは前者で 30GHz、後者で 23GHzであった。 長に一致させて、振幅変調によりモート守同期させた場合には、
これに対して、時間・ハ守ンド幅積ムtsfは、測定した全 出力光のハ JV;¥幅は次式で与えられる 8)。
波長範囲 1535nm~1565nmでγ似波形のフーリエ変換極限値
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